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3. ERGANZUNG
gemaR Richtlinie 94/9/EG Anhang lll Ziffer 6

zur EG-Baumusterpriifbescheinigung PTB 99 ATEX 2219 X

Gerat: schlitzférmige induktive Sensoren Typ SJ... und SC...
Kennzeichnung: € 111G ExiallCTé bzw. 112G Exia lIC T6

Hersteller: Pepperl+Fuchs GmbH

Anschrift: Lilienthalstralle 200, 68307 Mannheim, Deutschland

Beschreibung der Ergénzungen und Anderungen

Die Anderungen betreffen die Beriicksichtigung des aktuellen Standes der angewandten
Normen und daraus resultierend die Kennzeichnung der schlitzférmigen induktiven Sensoren
Typ SJ... und SC.. sowie den inneren Aufbau (Aufnahme weiterer alternativer

GieBharzmaterialien).
Die ,Elektrischen Daten®, die ,Besonderen Bedingungen® sowie alle anderen Angaben gelten
unverédndert.

Die Kennzeichnung lautet zuklnftig:

& 111G ExiallcT6..T1Ga bzw. 112G ExialiC T6...T1 Gb

Angewandte Normen

EN 60079-0:2012, EN 60079-11:2012, EN 60079-26:2007

Prufbericht: PTB Ex 15-24247

Konform|tatsbewertungsstelle*,.Sektor Explosionsschutz Braunschweig, 15. April 2015
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EG-Baumusterpriifbescheinigungen ohne Unterschrift und ohne Siegel haben keine Giiltigkeit.
Diese EG-Baumusterpriifbescheinigung darf nur unveréndert weiterverbreitet werden.
Auszige oder Anderungen bedirfen der Genehmigung der Physikalisch-Technischen Bundesanstalt.
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2. SUPPLEMENT
according to Directive 94/9/EC Annex IIl.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 99 ATEX 2219 X

(Translation)

Equipment:  Slot-type initiators, types SJ... and SC...
Markingg € 111G EExiallc T6
Manufacturer: Pepperl + Fuchs GmbH

Address: Lilienthalstral3e 200, 68307 Mannheim, Germany

Description of supplements and modifications

In the future the slot-type initiators, types SJ... and SC... may also be manufactured and operated
according to the test documents listed in the assessment and test report.

The modifications concern the application of altemative casting compounds and materials for the type
label as well as a different enclosure material and additional types of LEDs. The manufacturer’s
address changes as given above. Furthermore, the test specification is adapted to the current state of
the standards which causes an alteration of the marking.

The marking will read in future:

& 116 Exiancte or & N2G ExiallcTe

The “Special Conditions” and all further specifications of the EC-type examination certificate including
the 1% supplement apply without changes also to this 2™ supplement.

Applied standards
EN 60079-0:2006 EN 60079-11:2007 EN 60079-26:2007

Assessment and test report: PTB Ex 11-20276

Braunschweig, November 25, 2011
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EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shall prevail.
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3. SUPPLEMENT
according to Directive 94/9/EC Annex lIl.6

to EC-TYPE-EXAMINATION CERTIFICATE PTB 99 ATEX 2219 X

(Translation)

Equipment:  Slot-type inductive initiators, types SJ... and SC...
Markingg € I11G ExiallCTé or 112G ExiallCTé

Manufacturer: Pepperl+Fuchs GmbH

Address: Lilienthalstrale 200, 68307 Mannheim, Germany

Description of supplements and modifications

The modifications concern the consideration of the current state of the applied standards and —
resulting from this — the marking of the slot-type inductive initiators of types SJ... and SC... as
well as the internal construction (inclusion of further alternative casting resin materials).

The “electrical data”, the “special conditions” as well as all other specifications apply without
changes.

In the future the marking will read:

& 1116 ExiallCT6..T1Ga or 112G ExiallC T6...T1 Gb

Applied standards

EN 60079-0:2012, EN 60079-11:2012, EN 60079-26:2007

Test report: PTB Ex 15-24247

ewertungsstelle, Sektor Explosionsschutz Braunschweig, April 15, 2015
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EC-type-examination Certificates without signature and official stamp shall not be valid. The certificates may be circulated
only without alteration. Extracts or alterations are subject to approval by the Physikalisch-Technische Bundesanstalt.
In case of dispute, the German text shall prevail.
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